All stainless steel differential gauge designed for use in the process and
chemical industries.

316 stainless steel case and threads with 316L stainless steel diaphragm or
316 Ti diaphragm.

Available in 4” (100mm) or 6” (150mm) dial sizes, silicone filled or dry.
Available process connections are 1/4” NPT male, 2" NPT male, 2" NPT
female, ¥4” NPT female. Other sizes and configurations available.
Overpressure protection: 1,450 psi.

Accuracy: +/-1.6% up to 15 psi, +/- 2.5% over 15 psi.

5-year warranty against manufacturing defects*

*Refer to Merit Instruments warranty page for full warranty details.

Case: 4" (100mm) or 6" (150mm) case in 316 stainless steel.
Lens: Laminated safety glass standard.
316 stainless steel threads, 316L or 316Ti diaphragm.

Connection: ¥4” NPT male or female, ¥2” NPT male or female available. Other

thread types/sizes available upon request.

Accuracy: +/- 1.6% up to 15 psi, +/-2.5% over 15 psi.
Overpressure Protection: 1,450 psi.

Ambient Operating Temperature: 4 to 140 F, -20 to 60 C.
Case Filling: Glycerin or silicone filling optional.

IP rating: IP65
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How To Order:
Example: To order: PHDF0650MBFSFPSI15 » |PHDF [06' [50M BF SF PsI [

Model I
Case Size: 47 “
Thread Size/Type 1/4" NPT M 25M
1/4" NPT F 25F
_ENeTMO sm
1/2" NPT F 50F
Mounting
No Flange NF
Back Flange BF
Case Filling No Fill NF
Silicone SF
Pressure Measurement Inches H20 H20
psi PSI
Millibar MBAR
bar BAR
kilopascals KPA
Range - use chart below
|
Range Inches H20 Code psi Code mbar Code bar Code kPa Code
0/65" 65 0/160 mbar 160 0/1.6 bar 1.6 0/16 kPa 16
0/100" 100 0/15 psi 15 0/250 mbar 250 0/2.5 bar 2.5 0/25 kPa 25
0/240" 240 0/30 psi 30 0/400 mbar 400 0/4 bar 4 0/40 kPa 40
0/600" 600 0/60 psi 60 0/600 mbar 600 0/6 bar 6 0/60 kPa 60
0/100 psi 100 0/10 bar 10 0/100 kPa 100
0/250 psi 250 0/16 bar 16 0/160 kPa 160
0/300 psi 300 0/25 bar 25 0/250 kPa 250
0/400 psi 400 0/400 bar 400 0/400 kPa 400
0/600 kPa 600
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