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4" Dial (100mm) 304 SS case digital gauge with 316 SS sensor and thread. /o

Available with 1/4" or 1/2" NPT bottom connection standard. Other thread DB Bﬂ
sizes & types available upon request. 00000—= pSl

Standard ranges from 0 to 15,000 psi

0.25% accuracy for ranges above 15 psi, 0.5% accuracy for ranges <15 psi. ‘
IGHT
5-year warranty. \ oITS _
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*Refer to Merit Instruments warranty page for full warranty details.

.-

unum H

.
H
Dial: 4” (100mm)

Case: 304 stainless steel.

Display: 5 digit LCD display with backlight (15 minute timer).

Socket: 316 stainless steel.

Accuracy: 0.25% accuracy for ranges above 15 psi, 0.5% accuracy for ranges <15 psi.

Connection: 1/4" NPT or 1/2" NPT bottom connection is standard.

Other thread sizes & types available upon request.

Output: 4-20 mA.

Battery: One 9Vdc lithium standard.

Overload Capacity: 150% of scale.

Pressure Units: Standard psi, Bar, kPa, MPa, and kg/cm2 switchable units.

Operating Temperature: 14 Fto 176 F, -10 Ct0 80 C

IP Rating: IP65

Merit's DGP40 Series digital pressure gauge is designed for a wide variety of applications that require an easy to read
digital display suitable for 316 SS thread and sensor. This highly accurate and flexible pressure gauge easily replaces
older analogue style gauges that can be difficult to read, and the standard 0.25% to 0.50% accuracy rating will be
appreciated in applications where accuracy is critical for optimizing your process. Additionally, the multiple selectable
pressure scales of psi, bar, kPa, MPa and kg/cm2 allow for quick and easy changes between pressure measurement
scales all in one pressure gauge, reducing the need for stocking multiple pressure scales in your inventory.
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4" (100 mm) dial digital
pressure gauge 1/4" NPT 0/15 psi DGP40015
bottom connection.

0/30 psi DGP40030
0/60 psi DGP40060
0/100 psi DGP40100
0/160 psi DGP40160
0/200 psi DGP40200
0/300 psi DGP40300
0/600 psi DGP40600
0/1000 psi DGP401000
0/1500 psi DGP401500
0/2000 psi DGP402000
0/3000 psi DGP403000
0/5000 psi DGP405000
0/10000 psi DGP4010000

4" (100 mm) dial digital
pressure gauge 1/2" NPT 0/15 psi DGP40515
bottom connection.

0/30 psi DGP40530
0/60 psi DGP40560
0/100 psi DGP405100
0/160 psi DGP405160
0/200 psi DGP405200
0/300 psi DGP405300
0/600 psi DGP405600
0/1000 psi DGP4051000
0/1500 psi DGP4051500
0/2000 psi DGP4052000
0/3000 psi DGP4053000
0/5000 psi DGP4055000
0/10000 psi DGP40510000
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