]EI Merit Instruments

+  Forged aluminum case industrial pressure gauge designed for industrial
applications that require high accuracy with a highly durable forged aluminum
case that is IP65 rated.

+  Bottom connection gauges have an integral back flange with screw-on ring,
back connection gauges have a standard hinged-ring case.

+ Available in 4.5” (115mm), 6” (150mm) and 8.5” (215mm) dial sizes.

« Available with %” or %2” NPT process connections standard. Other thread
sizes available upon request.

« Accuracy rating: +/-1% full scale (ASME Grade 1A).

+ PHDA Series gauges come standard with laminated safety glass lens. PC
lens available upon request.

+  b5-year warranty against manufacturing defects*

*Refer to Merit Instruments warranty page for full warranty details.

+ Dial size: 4.5” (115mm), 6” (150mm) and 8.5” (215mm) available.

+ Case: Forged aluminum case with integral back flange with screw-on bezel for
bottom connection and forged aluminum case with hinged-ring for back connection.

+ Lens: Laminated safety glass standard. PC lens available upon request.

«  Micrometer adjustable pointer is standard.

+ Internals: Brass socket with Phosphor Bronze tube or 316 SS socket and tube are
standard.

+  Solder/Welding: Brass internals up to 600 psi use tin/copper alloy and silver alloy
for ranges of 600 and higher. 316 SS internals use tig & laser welding.

+  Connection: ¥4” NPT male, %2” NPT male with bottom or back connection available.
Note: 8.5” dial size available in bottom connection only. Optional thread sizes
available upon request.

« Accuracy: +/- 1% full scale (ASME Grade 1A).

+  Overpressure Protection: 15-30% depending on pressure range (contact Merit
Instruments for additional details).

+  Operating Temperature: -40 to 150 F, -40 to 65 C.

+  Case Features: Bottom connection gauge cases have a screw-on bezel and an
integral back flange standard. Back connection gauge cases come standard with a
hinged ring for easy and appealing panel installation. Both cases offer easy access
to the micrometer adjustable pointer.

+ |IPrating: IP65
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4.5" Dial, forged aluminum
case, integral back flange,
brass internals, bottom
connection, laminated safety
glass lens, screw-on bezel.

P = Pressure Gauge

HDA = Heavy Duty Forged Aluminum Case
B = Brass Internals

L = Bottom Connection

45 = 4.5" Dial Size

25 =1/4" NPT

50 = 1/2" NPT

100 Codes = psi only
200 Codes = psi/Bar
300 Codes = psi/kPa

0/30" Hg Vacuum | PHDABL4525100 | 0/30" HG Vacuum/Bar | PHDABL4525200 | 0/30" Hg Vacuum/kPa | PHDABL4525300
30"/0/15 psi PHDABL4525101 | 30"/0/15 psi/Bar PHDABL4525201 | 30"/0/15 psi/kPa PHDABL4525301
30"/0/30 psi PHDABL4525102 | 30"/0/30 psi/Bar PHDABL4525202 | 30"0/30 psi/kPa PHDABL4525302
30"/0/60 psi PHDABL4525103 | 30"/0/60 psi/Bar PHDABL4525203 | 30"/0/60 psi’kPa PHDABL4525303
30"/0/100 psi PHDABL4525104 | 30"/0/100 psi/Bar PHDABL4525204 | 30"/0/100 psi/kPa PHDABL4525304
30"/0/160 psi PHDABL4525105 | 30"/0/160 psi/Bar PHDABL4525205 | 30"/0/160 psi/kPa PHDABL4525305
30"/0/200 psi PHDABL4525106 | 30"/0/200 psi/Bar PHDABL4525206 | 30"/0/200 psi/kPa PHDABL4525306
30"/0/300 psi PHDABL4525107 | 30"/0/300 psi/Bar PHDABL4525207 | 30"/0/300 psi/kPa PHDABL4525307
0/15 psi PHDABL4525108 | 0/15 psi/Bar PHDABL4525208 | 0/15 psi/kPa PHDABL4525308
0/30 psi PHDABL4525109 | 0/30 psi/Bar PHDABL4525209 | 0/30 psi/kPa PHDABL4525309
0/60 psi PHDABL4525110 | 0/60 psi/Bar PHDABL4525210 | 0/60 psi/kPa PHDABL4525310
0/100 psi PHDABL4525111 | 0/100 psi/Bar PHDABL4525211 | 0/100 psi/kPa PHDABL4525311

0/160 psi PHDABL4525112 | 0/160 psi/Bar PHDABL4525212 | 0/160 psi/kPa PHDABL4525312
0/200 psi PHDABL4525113 | 0/200 psi/Bar PHDABL4525213 | 0/200 psi/kPa PHDABL4525313
0/300 psi PHDABL4525114 | 0/300 psi/Bar PHDABL4525214 | 0/300 psi/kPa PHDABL4525314
0/400 psi PHDABL4525115 | 0/400 psi/Bar PHDABL4525215 | 0/400 psi/kPa PHDABL4525315
0/600 psi PHDABL4525116 | 0/600 psi/Bar PHDABL4525216 | 0/600 psi/kPa PHDABL4525316
0/800 psi PHDABL4525117 | 0/800 psi/Bar PHDABL4525217 | 0/800 psi/kPa PHDABL4525317
0/1000 psi PHDABL4550118 | 0/1000 psi/Bar PHDABL4550218 | 0/1000 psi/kPa PHDABL4550318
0/1500 psi PHDABL4550119 | 0/1500 psi/Bar PHDABL4550219 | 0/1500 psi/kPa PHDABL4550319
0/2000 psi PHDABL4550120 | 0/2000 psi/Bar PHDABL4550220 | 0/2000 psi/kPa PHDABL4550320
0/3000 psi PHDABL4550121 | 0/3000 psi/Bar PHDABL4550221 | 0/3000 psi/kPa PHDABL4550321

0/4000 psi PHDABL4550122 | 0/4000 psi/Bar PHDABL4550222 | 0/4000 psi/kPa PHDABL4550322
0/5000 psi PHDABL4550123 | 0/5000 psi/Bar PHDABL4550223 | 0/5000 psi’kPa PHDABL4550323
0/10000 psi PHDABL4550124 | 0/10000 psi/Bar PHDABL4550224 | 0/10000 psi/kPa PHDABL4550324
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4.5" Dial, forged aluminum
case, brass internals, back
connection, laminated safety
glass lens, hinged ring case.

P = Pressure Gauge

HDA = Heavy Duty Forged Aluminum Case
B = Brass Internals

B = Back Connection

45 = 4.5" Dial Size

25 =1/4" NPT

50 = 1/2" NPT

400 Codes = psi only
500 Codes = psi/Bar
600 Codes = psi/kPa

0/30" Hg Vacuum | PHDABB4525400 | 0/30" HG Vacuum/Bar | PHDABB4525500 | 0/30" Hg Vacuum/kPa | PHDABB4525600
30"/0/15 psi PHDABB4525401 | 30"/0/15 psi/Bar PHDABB4525501 | 30"/0/15 psi/kPa PHDABB4525601
30"/0/30 psi PHDABB4525402 | 30"/0/30 psi/Bar PHDABB4525502 | 30"0/30 psi/kPa PHDABB4525602
30"/0/60 psi PHDABB4525403 | 30"/0/60 psi/Bar PHDABB4525503 | 30"/0/60 psi’kPa PHDABB4525603
30"/0/100 psi PHDABB4525404 | 30"/0/100 psi/Bar PHDABB4525504 | 30"/0/100 psi/kPa PHDABB4525604
30"/0/160 psi PHDABB4525405 | 30"/0/160 psi/Bar PHDABB4525505 | 30"/0/160 psi/kPa PHDABB4525605
30"/0/200 psi PHDABB4525406 | 30"/0/200 psi/Bar PHDABB4525506 | 30"/0/200 psi/kPa PHDABB4525606
30"/0/300 psi PHDABB4525407 | 30"/0/300 psi/Bar PHDABB4525507 | 30"/0/300 psi/kPa PHDABB4525607
0/15 psi PHDABB4525408 | 0/15 psi/Bar PHDABB4525508 | 0/15 psi/kPa PHDABB4525608
0/30 psi PHDABB4525409 | 0/30 psi/Bar PHDABB4525509 | 0/30 psi/kPa PHDABB4525609
0/60 psi PHDABB4525410 | 0/60 psi/Bar PHDABB4525510 | 0/60 psi/kPa PHDABB4525610
0/100 psi PHDABB4525411 | 0/100 psi/Bar PHDABB4525511 | 0/100 psi/kPa PHDABB4525611
0/160 psi PHDABB4525412 | 0/160 psi/Bar PHDABB4525512 | 0/160 psi/kPa PHDABB4525612
0/200 psi PHDABB4525413 | 0/200 psi/Bar PHDABB4525513 | 0/200 psi/kPa PHDABB4525613
0/300 psi PHDABB4525414 | 0/300 psi/Bar PHDABB4525514 | 0/300 psi/kPa PHDABB4525614
0/400 psi PHDABB4525415 | 0/400 psi/Bar PHDABB4525515 | 0/400 psi/kPa PHDABB4525615
0/600 psi PHDABB4525416 | 0/600 psi/Bar PHDABB4525516 | 0/600 psi/kPa PHDABB4525616
0/800 psi PHDABB4525417 | 0/800 psi/Bar PHDABB4525517 | 0/800 psi/kPa PHDABB4525617
0/1000 psi PHDABB4550418 | 0/1000 psi/Bar PHDABB4550518 | 0/1000 psi/kPa PHDABB4550618
0/1500 psi PHDABB4550419 | 0/1500 psi/Bar PHDABB4550519 | 0/1500 psi/kPa PHDABB4550619
0/2000 psi PHDABB4550420 | 0/2000 psi/Bar PHDABB4550520 | 0/2000 psi/kPa PHDABB4550620
0/3000 psi PHDABB4550421 | 0/3000 psi/Bar PHDABB4550521 | 0/3000 psi/kPa PHDABB4550621
0/4000 psi PHDABB4550422 | 0/4000 psi/Bar PHDABB4550522 | 0/4000 psi/kPa PHDABB4550622
0/5000 psi PHDABB4550423 | 0/5000 psi/Bar PHDABB4550523 | 0/5000 psi’kPa PHDABB4550623
0/10000 psi PHDABB4550424 | 0/10000 psi/Bar PHDABB4550524 | 0/10000 psi/kPa PHDABB4550624
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4.5" Dial, forged aluminum
case, integral back flange, 316
SS internals, bottom
connection, laminated safety
glass lens, screw-on bezel.

P = Pressure Gauge

HDA = Heavy Duty Forged Aluminum Case
S =316 SS Internals

L = Bottom Connection

45 = 4.5" Dial Size

25 =1/4" NPT

50 = 1/2" NPT

100 Codes = psi only
200 Codes = psi/Bar
300 Codes = psi/kPa

0/30" Hg Vacuum | PHDASL4525100 | 0/30" HG Vacuum/Bar | PHDASL4525200 | 0/30" Hg Vacuum/kPa | PHDASL4525300
30"/0/15 psi PHDASL4525101 | 30"/0/15 psi/Bar PHDASL4525201 | 30"/0/15 psi/kPa PHDASL4525301
30"/0/30 psi PHDASL4525102 | 30"/0/30 psi/Bar PHDASL4525202 | 30"0/30 psi/kPa PHDASL4525302
30"/0/60 psi PHDASL4525103 | 30"/0/60 psi/Bar PHDASL4525203 | 30"/0/60 psi/kPa PHDASL4525303
30"/0/100 psi PHDASL4525104 | 30"/0/100 psi/Bar PHDASL4525204 | 30"/0/100 psi/kPa PHDASL4525304
30"/0/160 psi PHDASL4525105 | 30"/0/160 psi/Bar PHDASL4525205 | 30"/0/160 psi/kPa PHDASL4525305
30"/0/200 psi PHDASL4525106 | 30"/0/200 psi/Bar PHDASL4525206 | 30"/0/200 psi/kPa PHDASL4525306
30"/0/300 psi PHDASL4525107 | 30"/0/300 psi/Bar PHDASL4525207 | 30"/0/300 psi/kPa PHDASL4525307
0/15 psi PHDASL4525108 | 0/15 psi/Bar PHDASL4525208 | 0/15 psi/kPa PHDASL4525308
0/30 psi PHDASL4525109 | 0/30 psi/Bar PHDASL4525209 | 0/30 psi/kPa PHDASL4525309
0/60 psi PHDASL4525110 | 0/60 psi/Bar PHDASL4525210 | 0/60 psi/kPa PHDASL4525310
0/100 psi PHDASL4525111 | 0/100 psi/Bar PHDASL4525211 | 0/100 psi/kPa PHDASL4525311
0/160 psi PHDASL4525112 | 0/160 psi/Bar PHDASL4525212 | 0/160 psi/kPa PHDASL4525312
0/200 psi PHDASL4525113 | 0/200 psi/Bar PHDASL4525213 | 0/200 psi/kPa PHDASL4525313
0/300 psi PHDASL4525114 | 0/300 psi/Bar PHDASL4525214 | 0/300 psi/kPa PHDASL4525314
0/400 psi PHDASL4525115 | 0/400 psi/Bar PHDASL4525215 | 0/400 psi/kPa PHDASL4525315
0/600 psi PHDASL4525116 | 0/600 psi/Bar PHDASL4525216 | 0/600 psi/kPa PHDASL4525316
0/800 psi PHDASL4525117 | 0/800 psi/Bar PHDASL4525217 | 0/800 psi/kPa PHDASL4525317
0/1000 psi PHDASL4550118 | 0/1000 psi/Bar PHDASL4550218 | 0/1000 psi/kPa PHDASL4550318
0/1500 psi PHDASL4550119 | 0/1500 psi/Bar PHDASL4550219 | 0/1500 psi/kPa PHDASL4550319
0/2000 psi PHDASL4550120 | 0/2000 psi/Bar PHDASL4550220 | 0/2000 psi/kPa PHDASL4550320
0/3000 psi PHDASL4550121 | 0/3000 psi/Bar PHDASL4550221 | 0/3000 psi/kPa PHDASL4550321
0/4000 psi PHDASL4550122 | 0/4000 psi/Bar PHDASL4550222 | 0/4000 psi/kPa PHDASL4550322
0/5000 psi PHDASL4550123 | 0/5000 psi/Bar PHDASL4550223 | 0/5000 psi/kPa PHDASL4550323
0/10000 psi PHDASL4550124 | 0/10000 psi/Bar PHDASL4550224 | 0/10000 psi/kPa PHDASL4550324
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4.5" Dial, forged aluminum

case, 316 SS internals, back
connection, laminated safety
glass lens, hinged ring case.

P = Pressure Gauge

HDA = Heavy Duty Forged Aluminum Case
S =316 SS Internals

B = Back Connection

45 = 4.5" Dial Size

25 =1/4" NPT

50 = 1/2" NPT

400 Codes = psi only
500 Codes = psi/Bar
600 Codes = psi/kPa

0/30" Hg Vacuum | PHDASB4525400 | 0/30" HG Vacuum/Bar | PHDASB4525500 | 0/30" Hg Vacuum/kPa | PHDASB4525600
30"/0/15 psi PHDASB4525401 | 30"/0/15 psi/Bar PHDASB4525501 | 30"/0/15 psi/kPa PHDASB4525601
30"/0/30 psi PHDASB4525402 | 30"/0/30 psi/Bar PHDASB4525502 | 30"0/30 psi/kPa PHDASB4525602
30"/0/60 psi PHDASB4525403 | 30"/0/60 psi/Bar PHDASB4525503 | 30"/0/60 psi/kPa PHDASB4525603
30"/0/100 psi PHDASB4525404 | 30"/0/100 psi/Bar PHDASB4525504 | 30"/0/100 psi/kPa PHDASB4525604
30"/0/160 psi PHDASB4525405 | 30"/0/160 psi/Bar PHDASB4525505 | 30"/0/160 psi/kPa PHDASB4525605
30"/0/200 psi PHDASB4525406 | 30"/0/200 psi/Bar PHDASB4525506 | 30"/0/200 psi/kPa PHDASB4525606
30"/0/300 psi PHDASB4525407 | 30"/0/300 psi/Bar PHDASB4525507 | 30"/0/300 psi/kPa PHDASB4525607
0/15 psi PHDASB4525408 | 0/15 psi/Bar PHDASB4525508 | 0/15 psi/kPa PHDASB4525608
0/30 psi PHDASB4525409 | 0/30 psi/Bar PHDASB4525509 | 0/30 psi/kPa PHDASB4525609
0/60 psi PHDASB4525410 | 0/60 psi/Bar PHDASB4525510 | 0/60 psi/kPa PHDASB4525610
0/100 psi PHDASB4525411 | 0/100 psi/Bar PHDASB4525511 | 0/100 psi/kPa PHDASB4525611
0/160 psi PHDASB4525412 | 0/160 psi/Bar PHDASB4525512 | 0/160 psi/kPa PHDASB4525612
0/200 psi PHDASB4525413 | 0/200 psi/Bar PHDASB4525513 | 0/200 psi/kPa PHDASB4525613
0/300 psi PHDASB4525414 | 0/300 psi/Bar PHDASB4525514 | 0/300 psi/kPa PHDASB4525614
0/400 psi PHDASB4525415 | 0/400 psi/Bar PHDASB4525515 | 0/400 psi/kPa PHDASB4525615
0/600 psi PHDASB4525416 | 0/600 psi/Bar PHDASB4525516 | 0/600 psi/kPa PHDASB4525616
0/800 psi PHDASB4525417 | 0/800 psi/Bar PHDASB4525517 | 0/800 psi/kPa PHDASB4525617
0/1000 psi PHDASB4550418 | 0/1000 psi/Bar PHDASB4550518 | 0/1000 psi/kPa PHDASB4550618
0/1500 psi PHDASB4550419 | 0/1500 psi/Bar PHDASB4550519 | 0/1500 psi/kPa PHDASB4550619
0/2000 psi PHDASB4550420 | 0/2000 psi/Bar PHDASB4550520 | 0/2000 psi/kPa PHDASB4550620
0/3000 psi PHDASB4550421 | 0/3000 psi/Bar PHDASB4550521 | 0/3000 psi/kPa PHDASB4550621
0/4000 psi PHDASB4550422 | 0/4000 psi/Bar PHDASB4550522 | 0/4000 psi’kPa PHDASB4550622
0/5000 psi PHDASB4550423 | 0/5000 psi/Bar PHDASB4550523 | 0/5000 psi/kPa PHDASB4550623
0/10000 psi PHDASB4550424 | 0/10000 psi/Bar PHDASB4550524 | 0/10000 psi/kPa PHDASB4550624

MERIT INSTRUMENTS

WWW.MERITINSTRUMENTS.COM




6" Dial, forged aluminum case,
integral back flange, brass
internals, bottom connection,
laminated safety glass lens,
screw-on bezel.

P = Pressure Gauge

HDA = Heavy Duty Forged Aluminum Case
B = Brass Internals

L = Bottom Connection

60 = 6" Dial Size

25 =1/4" NPT

50 = 1/2" NPT

100 Codes = psi only
200 Codes = psi/Bar
300 Codes = psi/kPa

0/30" Hg Vacuum | PHDABL6025100 | 0/30" HG Vacuum/Bar | PHDABL6025200 | 0/30" Hg Vacuum/kPa | PHDABL6025300
30"/0/15 psi PHDABL6025101 | 30"/0/15 psi/Bar PHDABL6025201 | 30"/0/15 psi/kPa PHDABL6025301
30"/0/30 psi PHDABL6025102 | 30"/0/30 psi/Bar PHDABL6025202 | 30"0/30 psi/kPa PHDABL6025302
30"/0/60 psi PHDABL6025103 | 30"/0/60 psi/Bar PHDABL6025203 | 30"/0/60 psi’kPa PHDABL6025303
30"/0/100 psi PHDABL6025104 | 30"/0/100 psi/Bar PHDABL6025204 | 30"/0/100 psi/kPa PHDABL6025304
30"/0/160 psi PHDABL6025105 | 30"/0/160 psi/Bar PHDABL6025205 | 30"/0/160 psi/kPa PHDABL6025305
30"/0/200 psi PHDABL6025106 | 30"/0/200 psi/Bar PHDABL6025206 | 30"/0/200 psi/kPa PHDABL6025306
30"/0/300 psi PHDABL6025107 | 30"/0/300 psi/Bar PHDABL6025207 | 30"/0/300 psi/kPa PHDABL6025307
0/15 psi PHDABL6025108 | 0/15 psi/Bar PHDABL6025208 | 0/15 psi/kPa PHDABL6025308
0/30 psi PHDABL6025109 | 0/30 psi/Bar PHDABL6025209 | 0/30 psi/kPa PHDABL6025309
0/60 psi PHDABL6025110 | 0/60 psi/Bar PHDABL6025210 | 0/60 psi/kPa PHDABL6025310
0/100 psi PHDABL6025111 | 0/100 psi/Bar PHDABL6025211 | 0/100 psi/kPa PHDABL6025311

0/160 psi PHDABL6025112 | 0/160 psi/Bar PHDABL6025212 | 0/160 psi/kPa PHDABL6025312
0/200 psi PHDABL6025113 | 0/200 psi/Bar PHDABL6025213 | 0/200 psi/kPa PHDABL6025313
0/300 psi PHDABL6025114 | 0/300 psi/Bar PHDABL6025214 | 0/300 psi/kPa PHDABL6025314
0/400 psi PHDABL6025115 | 0/400 psi/Bar PHDABL6025215 | 0/400 psi/kPa PHDABL6025315
0/600 psi PHDABL6025116 | 0/600 psi/Bar PHDABL6025216 | 0/600 psi/kPa PHDABL6025316
0/800 psi PHDABL6025117 | 0/800 psi/Bar PHDABL6025217 | 0/800 psi/kPa PHDABL6025317
0/1000 psi PHDABL6050118 | 0/1000 psi/Bar PHDABL6050218 | 0/1000 psi/kPa PHDABL6050318
0/1500 psi PHDABL6050119 | 0/1500 psi/Bar PHDABL6050219 | 0/1500 psi/kPa PHDABL6050319
0/2000 psi PHDABL6050120 | 0/2000 psi/Bar PHDABL6050220 | 0/2000 psi/kPa PHDABL6050320
0/3000 psi PHDABL6050121 | 0/3000 psi/Bar PHDABL6050221 | 0/3000 psi/kPa PHDABL6050321
0/4000 psi PHDABL6050122 | 0/4000 psi/Bar PHDABL6050222 | 0/4000 psi/kPa PHDABL6050322
0/5000 psi PHDABL6050123 | 0/5000 psi/Bar PHDABL6050223 | 0/5000 psi’kPa PHDABL6050323
0/10000 psi PHDABL6050124 | 0/10000 psi/Bar PHDABL6050224 | 0/10000 psi/kPa PHDABL6050324
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6" Dial, forged aluminum case,
brass internals, back
connection, laminated safety
glass lens, hinged ring case.

P = Pressure Gauge

HDA = Heavy Duty Forged Aluminum Case
B = Brass Internals

B = Back Connection

60 = 6" Dial Size

25 =1/4" NPT

50 = 1/2" NPT

400 Codes = psi only
500 Codes = psi/Bar
600 Codes = psi/kPa

0/30" Hg Vacuum | PHDABB6025400 | 0/30" HG Vacuum/Bar | PHDABB6025500 | 0/30" Hg Vacuum/kPa | PHDABB6025600
30"/0/15 psi PHDABB6025401 | 30"/0/15 psi/Bar PHDABB6025501 | 30"/0/15 psi/kPa PHDABB6025601
30"/0/30 psi PHDABB6025402 | 30"/0/30 psi/Bar PHDABB6025502 | 30"0/30 psi/kPa PHDABB6025602
30"/0/60 psi PHDABB6025403 | 30"/0/60 psi/Bar PHDABB6025503 | 30"/0/60 psi/kPa PHDABB6025603
30"/0/100 psi PHDABB6025404 | 30"/0/100 psi/Bar PHDABB6025504 | 30"/0/100 psi/kPa PHDABB6025604
30"/0/160 psi PHDABB6025405 | 30"/0/160 psi/Bar PHDABB6025505 | 30"/0/160 psi/kPa PHDABB6025605
30"/0/200 psi PHDABB6025406 | 30"/0/200 psi/Bar PHDABB6025506 | 30"/0/200 psi/kPa PHDABB6025606
30"/0/300 psi PHDABB6025407 | 30"/0/300 psi/Bar PHDABB6025507 | 30"/0/300 psi/kPa PHDABB6025607
0/15 psi PHDABB6025408 | 0/15 psi/Bar PHDABB6025508 | 0/15 psi/kPa PHDABB6025608
0/30 psi PHDABB6025409 | 0/30 psi/Bar PHDABB6025509 | 0/30 psi/kPa PHDABB6025609
0/60 psi PHDABB6025410 | 0/60 psi/Bar PHDABB6025510 | 0/60 psi/kPa PHDABB6025610
0/100 psi PHDABB6025411 | 0/100 psi/Bar PHDABB6025511 | 0/100 psi/kPa PHDABB6025611
0/160 psi PHDABB6025412 | 0/160 psi/Bar PHDABB6025512 | 0/160 psi/kPa PHDABB6025612
0/200 psi PHDABB6025413 | 0/200 psi/Bar PHDABB6025513 | 0/200 psi/kPa PHDABB6025613
0/300 psi PHDABB6025414 | 0/300 psi/Bar PHDABB6025514 | 0/300 psi/kPa PHDABB6025614
0/400 psi PHDABB6025415 | 0/400 psi/Bar PHDABB6025515 | 0/400 psi/kPa PHDABB6025615
0/600 psi PHDABB6025416 | 0/600 psi/Bar PHDABB6025516 | 0/600 psi/kPa PHDABB6025616
0/800 psi PHDABB6025417 | 0/800 psi/Bar PHDABB6025517 | 0/800 psi/kPa PHDABB6025617
0/1000 psi PHDABB6050418 | 0/1000 psi/Bar PHDABB6050518 | 0/1000 psi/kPa PHDABB6050618
0/1500 psi PHDABB6050419 | 0/1500 psi/Bar PHDABB6050519 | 0/1500 psi/kPa PHDABB6050619
0/2000 psi PHDABB6050420 | 0/2000 psi/Bar PHDABB6050520 | 0/2000 psi’kPa PHDABB6050620
0/3000 psi PHDABB6050421 | 0/3000 psi/Bar PHDABB6050521 | 0/3000 psi/kPa PHDABB6050621
0/4000 psi PHDABB6050422 | 0/4000 psi/Bar PHDABB6050522 | 0/4000 psi/kPa PHDABB6050622
0/5000 psi PHDABB6050423 | 0/5000 psi/Bar PHDABB6050523 | 0/5000 psi’kPa PHDABB6050623
0/10000 psi PHDABB6050424 | 0/10000 psi/Bar PHDABB6050524 | 0/10000 psi/kPa PHDABB6050624
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6" Dial, forged aluminum case,
integral back flange, 316 SS
internals, bottom connection,
laminated safety glass lens,
screw-on bezel.

P = Pressure Gauge

HDA = Heavy Duty Forged Aluminum Case
S =316 SS Internals

L = Bottom Connection

60 = 6" Dial Size

25 =1/4" NPT

50 = 1/2" NPT

100 Codes = psi only
200 Codes = psi/Bar
300 Codes = psi/kPa

0/30" Hg Vacuum | PHDASL6025100 | 0/30" HG Vacuum/Bar | PHDASL6025200 | 0/30" Hg Vacuum/kPa | PHDASL6025300
30"/0/15 psi PHDASL6025101 | 30"/0/15 psi/Bar PHDASL6025201 | 30"/0/15 psi/kPa PHDASL6025301
30"/0/30 psi PHDASL6025102 | 30"/0/30 psi/Bar PHDASL6025202 | 30"0/30 psi/kPa PHDASL6025302
30"/0/60 psi PHDASL6025103 | 30"/0/60 psi/Bar PHDASL6025203 | 30"/0/60 psi/kPa PHDASL6025303
30"/0/100 psi PHDASL6025104 | 30"/0/100 psi/Bar PHDASL6025204 | 30"/0/100 psi/kPa PHDASL6025304
30"/0/160 psi PHDASL6025105 | 30"/0/160 psi/Bar PHDASL6025205 | 30"/0/160 psi/kPa PHDASL6025305
30"/0/200 psi PHDASL6025106 | 30"/0/200 psi/Bar PHDASL6025206 | 30"/0/200 psi/kPa PHDASL6025306
30"/0/300 psi PHDASL6025107 | 30"/0/300 psi/Bar PHDASL6025207 | 30"/0/300 psi/kPa PHDASL6025307
0/15 psi PHDASL6025108 | 0/15 psi/Bar PHDASL6025208 | 0/15 psi/kPa PHDASL6025308
0/30 psi PHDASL6025109 | 0/30 psi/Bar PHDASL6025209 | 0/30 psi/kPa PHDASL6025309
0/60 psi PHDASL6025110 | 0/60 psi/Bar PHDASL6025210 | 0/60 psi/kPa PHDASL6025310
0/100 psi PHDASL6025111 | 0/100 psi/Bar PHDASL6025211 | 0/100 psi/kPa PHDASL6025311

0/160 psi PHDASL6025112 | 0/160 psi/Bar PHDASL6025212 | 0/160 psi/kPa PHDASL6025312
0/200 psi PHDASL6025113 | 0/200 psi/Bar PHDASL6025213 | 0/200 psi/kPa PHDASL6025313
0/300 psi PHDASL6025114 | 0/300 psi/Bar PHDASL6025214 | 0/300 psi/kPa PHDASL6025314
0/400 psi PHDASL6025115 | 0/400 psi/Bar PHDASL6025215 | 0/400 psi/kPa PHDASL6025315
0/600 psi PHDASL6025116 | 0/600 psi/Bar PHDASL6025216 | 0/600 psi/kPa PHDASL6025316
0/800 psi PHDASL6025117 | 0/800 psi/Bar PHDASL6025217 | 0/800 psi/kPa PHDASL6025317
0/1000 psi PHDASL6050118 | 0/1000 psi/Bar PHDASL6050218 | 0/1000 psi’/kPa PHDASL6050318
0/1500 psi PHDASL6050119 | 0/1500 psi/Bar PHDASL6050219 | 0/1500 psi/kPa PHDASL6050319
0/2000 psi PHDASL6050120 | 0/2000 psi/Bar PHDASL6050220 | 0/2000 psi/kPa PHDASL6050320
0/3000 psi PHDASL6050121 | 0/3000 psi/Bar PHDASL6050221 | 0/3000 psi/kPa PHDASL6050321
0/4000 psi PHDASL6050122 | 0/4000 psi/Bar PHDASL6050222 | 0/4000 psi/kPa PHDASL6050322
0/5000 psi PHDASL6050123 | 0/5000 psi/Bar PHDASL6050223 | 0/5000 psi/kPa PHDASL6050323
0/10000 psi PHDASL6050124 | 0/10000 psi/Bar PHDASL6050224 | 0/10000 psi/kPa PHDASL6050324
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6" Dial, forged aluminum case,
316 SS internals, back
connection, laminated safety
glass lens, hinged ring case.

P = Pressure Gauge

HDA = Heavy Duty Forged Aluminum Case
S =316 SS Internals

B = Back Connection

60 = 6" Dial Size

25 =1/4" NPT

50 = 1/2" NPT

400 Codes = psi only
500 Codes = psi/Bar
600 Codes = psi/kPa

0/30" Hg Vacuum | PHDASB6025400 | 0/30" HG Vacuum/Bar | PHDASB6025500 | 0/30" Hg Vacuum/kPa | PHDASB6025600
30"/0/15 psi PHDASB6025401 | 30"/0/15 psi/Bar PHDASB6025501 | 30"/0/15 psi/kPa PHDASB6025601
30"/0/30 psi PHDASB6025402 | 30"/0/30 psi/Bar PHDASB6025502 | 30"0/30 psi/kPa PHDASB6025602
30"/0/60 psi PHDASB6025403 | 30"/0/60 psi/Bar PHDASB6025503 | 30"/0/60 psi/kPa PHDASB6025603
30"/0/100 psi PHDASB6025404 | 30"/0/100 psi/Bar PHDASB6025504 | 30"/0/100 psi/kPa PHDASB6025604
30"/0/160 psi PHDASB6025405 | 30"/0/160 psi/Bar PHDASB6025505 | 30"/0/160 psi/kPa PHDASB6025605
30"/0/200 psi PHDASB6025406 | 30"/0/200 psi/Bar PHDASB6025506 | 30"/0/200 psi/kPa PHDASB6025606
30"/0/300 psi PHDASB6025407 | 30"/0/300 psi/Bar PHDASB6025507 | 30"/0/300 psi/kPa PHDASB6025607
0/15 psi PHDASB6025408 | 0/15 psi/Bar PHDASB6025508 | 0/15 psi/kPa PHDASB6025608
0/30 psi PHDASB6025409 | 0/30 psi/Bar PHDASB6025509 | 0/30 psi/kPa PHDASB6025609
0/60 psi PHDASB6025410 | 0/60 psi/Bar PHDASB6025510 | 0/60 psi/kPa PHDASB6025610
0/100 psi PHDASB6025411 | 0/100 psi/Bar PHDASB6025511 | 0/100 psi/kPa PHDASB6025611
0/160 psi PHDASB6025412 | 0/160 psi/Bar PHDASB6025512 | 0/160 psi/kPa PHDASB6025612
0/200 psi PHDASB6025413 | 0/200 psi/Bar PHDASB6025513 | 0/200 psi/kPa PHDASB6025613
0/300 psi PHDASB6025414 | 0/300 psi/Bar PHDASB6025514 | 0/300 psi/kPa PHDASB6025614
0/400 psi PHDASB6025415 | 0/400 psi/Bar PHDASB6025515 | 0/400 psi/kPa PHDASB6025615
0/600 psi PHDASB6025416 | 0/600 psi/Bar PHDASB6025516 | 0/600 psi/kPa PHDASB6025616
0/800 psi PHDASB6025417 | 0/800 psi/Bar PHDASB6025517 | 0/800 psi/kPa PHDASB6025617
0/1000 psi PHDASB6050418 | 0/1000 psi/Bar PHDASB6050518 | 0/1000 psi/kPa PHDASB6050618
0/1500 psi PHDASB6050419 | 0/1500 psi/Bar PHDASB6050519 | 0/1500 psi/kPa PHDASB6050619
0/2000 psi PHDASB6050420 | 0/2000 psi/Bar PHDASB6050520 | 0/2000 psi’/kPa PHDASB6050620
0/3000 psi PHDASB6050421 | 0/3000 psi/Bar PHDASB6050521 | 0/3000 psi/kPa PHDASB6050621
0/4000 psi PHDASB6050422 | 0/4000 psi/Bar PHDASB6050522 | 0/4000 psi/kPa PHDASB6050622
0/5000 psi PHDASB6050423 | 0/5000 psi/Bar PHDASB6050523 | 0/5000 psi/kPa PHDASB6050623
0/10000 psi PHDASB6050424 | 0/10000 psi/Bar PHDASB6050524 | 0/10000 psi/kPa PHDASB6050624
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8.5" Dial, forged aluminum
case, integral back flange,
brass internals, bottom
connection, laminated safety
glass lens, screw-on bezel.

P = Pressure Gauge

HDA = Heavy Duty Forged Aluminum Case
B = Brass Internals

L = Bottom Connection

85 = 8.5" Dial Size

25 =1/4" NPT

50 = 1/2" NPT

100 Codes = psi only
200 Codes = psi/Bar
300 Codes = psi/kPa

0/30" Hg Vacuum | PHDABL8525100 | 0/30" HG Vacuum/Bar | PHDABL8525200 | 0/30" Hg Vacuum/kPa | PHDABL8525300
30"/0/15 psi PHDABL8525101 | 30"/0/15 psi/Bar PHDABL8525201 | 30"/0/15 psi/kPa PHDABL8525301
30"/0/30 psi PHDABL8525102 | 30"/0/30 psi/Bar PHDABL8525202 | 30"0/30 psi/kPa PHDABL8525302
30"/0/60 psi PHDABL8525103 | 30"/0/60 psi/Bar PHDABL8525203 | 30"/0/60 psi’kPa PHDABL8525303
30"/0/100 psi PHDABL8525104 | 30"/0/100 psi/Bar PHDABL8525204 | 30"/0/100 psi/kPa PHDABL8525304
30"/0/160 psi PHDABL8525105 | 30"/0/160 psi/Bar PHDABL8525205 | 30"/0/160 psi/kPa PHDABL8525305
30"/0/200 psi PHDABL8525106 | 30"/0/200 psi/Bar PHDABL8525206 | 30"/0/200 psi/kPa PHDABL8525306
30"/0/300 psi PHDABL8525107 | 30"/0/300 psi/Bar PHDABL8525207 | 30"/0/300 psi/kPa PHDABL8525307
0/15 psi PHDABL8525108 | 0/15 psi/Bar PHDABL8525208 | 0/15 psi/kPa PHDABL8525308
0/30 psi PHDABL8525109 | 0/30 psi/Bar PHDABL8525209 | 0/30 psi/kPa PHDABL8525309
0/60 psi PHDABL8525110 | 0/60 psi/Bar PHDABL8525210 | 0/60 psi/kPa PHDABL8525310
0/100 psi PHDABL8525111 | 0/100 psi/Bar PHDABL8525211 | 0/100 psi/kPa PHDABL8525311

0/160 psi PHDABL8525112 | 0/160 psi/Bar PHDABL8525212 | 0/160 psi/kPa PHDABL8525312
0/200 psi PHDABL8525113 | 0/200 psi/Bar PHDABL8525213 | 0/200 psi/kPa PHDABL8525313
0/300 psi PHDABL8525114 | 0/300 psi/Bar PHDABL8525214 | 0/300 psi/kPa PHDABL8525314
0/400 psi PHDABL8525115 | 0/400 psi/Bar PHDABL8525215 | 0/400 psi/kPa PHDABL8525315
0/600 psi PHDABL8525116 | 0/600 psi/Bar PHDABL8525216 | 0/600 psi/kPa PHDABL8525316
0/800 psi PHDABL8525117 | 0/800 psi/Bar PHDABL8525217 | 0/800 psi/kPa PHDABL8525317
0/1000 psi PHDABL8550118 | 0/1000 psi/Bar PHDABL8550218 | 0/1000 psi/kPa PHDABL8550318
0/1500 psi PHDABL8550119 | 0/1500 psi/Bar PHDABL8550219 | 0/1500 psi/kPa PHDABL8550319
0/2000 psi PHDABL8550120 | 0/2000 psi/Bar PHDABL8550220 | 0/2000 psi/kPa PHDABL8550320
0/3000 psi PHDABL8550121 | 0/3000 psi/Bar PHDABL8550221 | 0/3000 psi/kPa PHDABL8550321

0/4000 psi PHDABL8550122 | 0/4000 psi/Bar PHDABL8550222 | 0/4000 psi/kPa PHDABL8550322
0/5000 psi PHDABL8550123 | 0/5000 psi/Bar PHDABL8550223 | 0/5000 psi/kPa PHDABL8550323
0/10000 psi PHDABL8550124 | 0/10000 psi/Bar PHDABL8550224 | 0/10000 psi/kPa PHDABL8550324
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8.5" Dial, forged aluminum
case, integral back flange,
brass internals, bottom
connection, laminated safety
glass lens, screw-on bezel.

P = Pressure Gauge

HDA = Heavy Duty Forged Aluminum Case
S =316 SS Internals

L = Bottom Connection

85 = 8.5" Dial Size

25 =1/4" NPT

50 = 1/2" NPT

100 Codes = psi only
200 Codes = psi/Bar
300 Codes = psi/kPa

0/30" Hg Vacuum | PHDASL8525100 | 0/30" HG Vacuum/Bar | PHDASL8525200 | 0/30" Hg Vacuum/kPa | PHDASL8525300
30"/0/15 psi PHDASL8525101 | 30"/0/15 psi/Bar PHDASL8525201 | 30"/0/15 psi/kPa PHDASL8525301
30"/0/30 psi PHDASL8525102 | 30"/0/30 psi/Bar PHDASL8525202 | 30"0/30 psi/kPa PHDASL8525302
30"/0/60 psi PHDASL8525103 | 30"/0/60 psi/Bar PHDASL8525203 | 30"/0/60 psi/kPa PHDASL8525303
30"/0/100 psi PHDASL8525104 | 30"/0/100 psi/Bar PHDASL8525204 | 30"/0/100 psi/kPa PHDASL8525304
30"/0/160 psi PHDASL8525105 | 30"/0/160 psi/Bar PHDASL8525205 | 30"/0/160 psi/kPa PHDASL8525305
30"/0/200 psi PHDASL8525106 | 30"/0/200 psi/Bar PHDASL8525206 | 30"/0/200 psi/kPa PHDASL8525306
30"/0/300 psi PHDASL8525107 | 30"/0/300 psi/Bar PHDASL8525207 | 30"/0/300 psi/kPa PHDASL8525307
0/15 psi PHDASL8525108 | 0/15 psi/Bar PHDASL8525208 | 0/15 psi/kPa PHDASL8525308
0/30 psi PHDASL8525109 | 0/30 psi/Bar PHDASL8525209 | 0/30 psi/kPa PHDASL8525309
0/60 psi PHDASL8525110 | 0/60 psi/Bar PHDASL8525210 | 0/60 psi/kPa PHDASL8525310
0/100 psi PHDASL8525111 | 0/100 psi/Bar PHDASL8525211 | 0/100 psi/kPa PHDASL8525311

0/160 psi PHDASL8525112 | 0/160 psi/Bar PHDASL8525212 | 0/160 psi/kPa PHDASL8525312
0/200 psi PHDASL8525113 | 0/200 psi/Bar PHDASL8525213 | 0/200 psi/kPa PHDASL8525313
0/300 psi PHDASL8525114 | 0/300 psi/Bar PHDASL8525214 | 0/300 psi/kPa PHDASL8525314
0/400 psi PHDASL8525115 | 0/400 psi/Bar PHDASL8525215 | 0/400 psi/kPa PHDASL8525315
0/600 psi PHDASL8525116 | 0/600 psi/Bar PHDASL8525216 | 0/600 psi/kPa PHDASL8525316
0/800 psi PHDASL8525117 | 0/800 psi/Bar PHDASL8525217 | 0/800 psi/kPa PHDASL8525317
0/1000 psi PHDASL8550118 | 0/1000 psi/Bar PHDASL8550218 | 0/1000 psi’/kPa PHDASL8550318
0/1500 psi PHDASL8550119 | 0/1500 psi/Bar PHDASL8550219 | 0/1500 psi/kPa PHDASL8550319
0/2000 psi PHDASL8550120 | 0/2000 psi/Bar PHDASL8550220 | 0/2000 psi/kPa PHDASL8550320
0/3000 psi PHDASL8550121 | 0/3000 psi/Bar PHDASL8550221 | 0/3000 psi/kPa PHDASL8550321

0/4000 psi PHDASL8550122 | 0/4000 psi/Bar PHDASL8550222 | 0/4000 psi/kPa PHDASL8550322
0/5000 psi PHDASL8550123 | 0/5000 psi/Bar PHDASL8550223 | 0/5000 psi/kPa PHDASL8550323
0/10000 psi PHDASL8550124 | 0/10000 psi/Bar PHDASL8550224 | 0/10000 psi/kPa PHDASL8550324
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