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Description & Features:

Specifications:

Applications:
• Designed specifically for Ammonia applications in cooling systems.

PSXAM SERIES AMMONIA GAUGE
WITH SHOCK-X™ VIBRATION FREE MOVEMENT

• All stainless-steel vibration free design - with NO GLYCERIN filling required!
• Suitable for applications where vibration is present and an all-SS gauge is 

required, but liquid filling is unsuitable.
• No fill  Shock-X™ movement prevents pointer flutter & movement gear damage 

in applications with vibration.
• Other options available upon request.
• Lens: Polycarbonate (PC) standard. Laminated safety glass available.
• 7-year warranty*

• Dial: 2.5” (63mm), 4” (100mm) and 6” (150mm) standard.
• Case: 304 SS.
• Lens: PC standard, laminated safety glass available upon request.
• Ring: 304 SS.
• Socket: 316L stainless steel.
• Bourdon Tube: 316L stainless steel.
• Movement: Stainless steel.
• Connection: ¼” NPT or ½” NPT bottom or back connection (center back on 2.5” and 

4” dial sizes, lower back on 6” dial).
• Dial: Aluminum, painted white with black and red markings.
• Pointer: Aluminum, micrometer adjustable, painted black.
• Working Pressure: Maximum 75% of full scale value.
• Accuracy: +/-0.5% of full scale for 4” and 6” dial sizes, +-1.5% of full scale for 2.5” 

dial size.  
• IP Rating: IP66



Front or back flange available upon request.

Dial Size
2.5" (63mm)

PSXAM SERIES AMMONIA GAUGE
WITH SHOCK-X™ VIBRATION FREE MOVEMENT
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Dial Size
4" (100mm)

Range
(PSI Only)

30/0/150 psi F&C
30/0/300 psi F&C

30/0/150 psi F&C
30/0/300 psi F&C

Code

PSXAM400
PSXAM401

PSXBM400
PSXBM401

Range
(PSI Only)

30/0/150 psi/bar F&C
30/0/300 psi/bar F&C

30/0/150 psi/bar F&C
30/0/300 psi/bar F&C

Dial Size
6" (150mm) PSXAM604

PSXAM605

PSXBM604
PSXBM605

Code

30/0/150 psi/kPa F&C
30/0/300 psi/kPa F&C

30/0/150 psi/kPa F&C
30/0/300 psi/kPa F&C

Range

PSXAM602
PSXAM603

PSXBM602
PSXBM603

CodeRange
(PSI Only)

30/0/150 psi/bar F&C
30/0/300 psi/bar F&C

30/0/150 psi/bar F&C
30/0/300 psi/bar F&C

Code

PSXAM600
PSXAM601

PSXBM600
PSXBM601

Range
(PSI Only)

30/0/150 psi F&C
30/0/300 psi F&C

30/0/150 psi F&C
30/0/300 psi F&C

Connection

1/4" NPT bottom
1/4" NPT bottom

1/4" NPT back
1/4" NPT back

Connection

1/4" NPT bottom
1/4" NPT bottom

1/4" NPT back
1/4" NPT back

PSXAM402
PSXAM403

PSXBM402
PSXBM403

Code

30/0/150 psi/kPa F&C
30/0/300 psi/kPa F&C

30/0/150 psi/kPa F&C
30/0/300 psi/kPa F&C

Range

PSXAM404
PSXAM405

PSXBM404
PSXBM405

Code

PSXAM204
PSXAM205

PSXBM204
PSXBM205

Code

30/0/150 psi/kPa F&C
30/0/300 psi/kPa F&C

30/0/150 psi/kPa F&C
30/0/300 psi/kPa F&C

Range

PSXAM202
PSXAM203

PSXBM202
PSXBM203

CodeRange
(PSI Only)

30/0/150 psi/bar F&C
30/0/300 psi/bar F&C

30/0/150 psi/bar F&C
30/0/300 psi/bar F&C

Code

PSXAM200
PSXAM201

PSXBM200
PSXBM201

Range
(PSI Only)

30/0/150 psi F&C
30/0/300 psi F&C

30/0/150 psi F&C
30/0/300 psi F&C

Connection

1/4" NPT bottom
1/4" NPT bottom

1/4" NPT back
1/4" NPT back


